
Einbauanleitung
Catch Can 2,5 TFSI

beim Audi TTRS
Fehler und Irrtümer vorbehalten

Herzlichen Glückwunsch zum Erwerb des Catch Can Systems. Wir sind bestrebt, Ihnen 
ungetrübte Freude an dem System in Kombination mit Ihrem Fahrzeug zu bieten. Deswegen befol-

gen Sie diese Einbauanleitung bitte Punkt für Punkt. So vermeiden Sie Fehler beim Einbau.

Zum Einbau benötigen Sie:

• 10&13mm Steckschlüssel     
• T20 Schraubendreher
• 17&26mm Maulschlüssel

Hinweis: Sollten Sie sich die Montage nicht zutrauen, suchen Sie bitte eine Fachwerkstatt auf. 
Aufgrund der Gewährleistungsp� icht, hat die Montage des Catch Can Systems zwingend durch einen Fachbetrieb zu erfolgen, was 
im Garantiefall vom Käufer durch eine entsprechende Rechnung belegt werden muss. Bei Selbstmontage durch nicht quali� zierte 
Dritte, können Schäden nicht reklamiert werden.

1. Nachdem Sie die Motorabdeckung entfernt haben, entfernen Sie die Ansaugung nach Herstellervorga-
be.

2. Lösen Sie die 3 Muttern mittels 10er Steckschlüssel, um die Kabelbaumleiste zur Seite klappen zu kön-
nen.
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3. Unter der Kabelbaumleiste be� ndet sich die Ventildeckelentlüftung. Entfernen Sie die 3 Schrauben 
mittels T20 Schraubendreher.

4. Erhitzen Sie den Schlauch am Ansaugrohr, um diesen zu entfernen. (Achtung! - Nicht zu heiß)

Achtung ! Bei Fahrzeugen mit OPF, weicht das CatchCan System etwas ab.
Wie auf dem Bild zusehen
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5. Befestigen Sie den mitgelieferten Adapter an der Stelle, wo Sie die Ventildeckelentlüftung entfernt 
haben. Nutzen Sie dafür die zuvor entfernten T20 Schrauben, aus Schritt 3.

6. Befestigen Sie den mitgelieferten Schlauch, am Adapter der Ventildeckelentlüftung.
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8. Führen Sie beide Schläuche in Richtung des Brems� üssigkeitsbehälter.

7. Den zweiten Schlauch mit der Gummidichtung, wird nun am Ansaugrohr aufgesteckt. (Achtung! - 
Dichtung muss perfekt anliegen!)
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9. Lösen Sie nun die gezeigten Schrauben, mittels 10er & 13er Steckschlüssel, um Die CatchCan dort zu 
befestigen.
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10. Entfernen Sie die beiden Verschlussstopfen an der CatchCan, um die Schläuche anzuschließen. 

11. Der Schlauch der vom Motor kommt, geht an den seitlichen Anschluss der CatchCan.
Der andere Schlauch wird oben an der CatchCan befestigt. Nutzen Sie hierfür Maulschlüssel der größe 
17&26 und ziehen sie die Anschlüsse handfest an.
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12. Befestigen Sie die mitgelieferten Schlauchklammern am 1/3 & 2/3 der Schläuche, um diese zusam-
menzuführen.

13. Führen Sie die Schläuche der CatchCan unter dem Ansaugrohr entlang und bauen Sie die Ansaugung 
nach Herstellervorgabe wieder ein.
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Es ist gescha� t ! Sie haben Ihr HF Series 
CatchCan System erfolgreich verbaut. Wir 
wünschen Ihnen viel Spaß mit dem Produkt 
und Ihrem Fahrzeug. Bei Fragen oder Proble-
men während oder nach der 
Montage wenden Sie sich bitte an:

HG-MOTORSPORT
Telefon: +49 (0) 451 40 94 600

E-Mail: info@hg-motorsport.de
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Congratulations on your purchase of the Catch Can System. We are committed to providing you un-
clouded enjoyment of the system in combination with your vehicle. Therefore, please follow these 

installation instructions point by point. This will help you avoid mistakes during installation.

Note: If you are not con� dent with the assembly, please visit a specialist workshop. 
Due to the warranty obligation, the installation of the Catch Can System must be carried out by a specialist company, which must be 
documented by the purchaser with an appropriate invoice in the event of a warranty claim. Damages cannot be claimed in case of 
self-assembly by unquali� ed third parties.

1. After removing the engine cover, remove the intake according to the manufacturer‘s instructions.

2. Loosen the 3 nuts using a 10mm socket wrench to be able to fold the wiring harness bar to the side.

For installation you need:

- 10&13mm socket wrench     
- T20 screwdriver
- 17&26mm open end wrench
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3. The valve cover vent is located under the wiring harness strip. Remove the 3 screws using a T20 
screwdriver.

4. Heat the hose on the suction tube to remove it. (Attention! - Not too hot)

Attention ! For vehicles with OPF, the CatchCan system deviates slightly.
As seen in the picture
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5. Attach the supplied adapter to the location where you removed the valve cover breather. Use the pre-
viously removed T20 screws from step 3.

6. Attach the supplied hose to the valve cover vent adapter.
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8. Guide both hoses in the direction of the brake � uid reservoir.

7. The second hose with the rubber seal is now attached to the intake pipe. (Attention! - Seal must � t 
perfectly!)
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9.Now loosen the screws like in the picture, using 10 & 13mm socket wrenches, to attach the CatchCan 
there.
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10. Remove the two sealing plugs on the CatchCan to connect the hoses. 

11. The hose coming from the motor goes to the side connection of the CatchCan.
The other hose is attached to the top of the CatchCan. Use size 17&26 open-end wrenches and 
hand-tighten the connections.
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12. Attach the supplied hose clamps to the 1/3 & 2/3 of the hoses to bring them together.

13. Route the CatchCan hoses under the intake tube and reinstall the intake according to the manufactu-
rer‘s instructions.
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It‘s done ! You have successfully installed 
your HF Series CatchCan system. We wish you 
a lot of fun with the product and your vehicle. 
If you have any questions or problems during 
or after 
installation please contact:

HG-MOTORSPORT
Fon: +49 (0) 451 40 94 600

E-Mail: info@hg-motorsport.de


